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* Functionkeys : CWB7 with Tare x 2,
Units, Net/Gross, Print, Zero, On, Off CWB22
with Numeric 0~9, Sample, Count, Backlight,
M+, Recall, MC, Hi, Lo, I/O set, Print, CE, PT,
Units, Net/Gross, Zero, Tare, On, Off

*  Straight Weighing Function, Counting | © >
Function, Check Weighing HI-OK-LO Function, | v, A@I@I@I@ @
Multiple Weighing Units Available, Hold ' 6 )
(Animal) Function i

*  Power On Zero-Tracking, Auto-Calibration,
Auto-Power Off mode, Digital Noise Filter,
Full Tare, Accumulation Memory,
Programmable Capacity and Division, Low
Battery Indicator and Charging Status
Indicator

* Wide selections of heavy-duty carbon steel
platforms, aluminum die-casting platforms
and stainless steel platforms

Options:~
RS232 output Relay output

Specification :~

Model CWB7 LCD-300 CWB7 LCD-500 CWB7 LCD-1000 CWB7 LCD-2000
Capacity 300kg 500kg 1000kg 2000kg
Division 50g 100g 500g 1000g
L5 RXG SR 630 x 420 650 x 600 740 x 720 1610x 1118
size(mm)

* Designs and specifications are subject to change for improvement without prior notice.
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